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. ^».cn*ctn the Claims; This listing of claims will replace all prior versions, 

of claims in the application 



and listings. 



Listing of Claims: 

1. (Cancelled) 

2. (Cancelled) 

3. (Cancelled) 

4. (Cancelled) 

5 fCurrentIv Amended): The ultravioLet sterilization apparatus as claimed in fif daim 
11 whereiK ht^Ll^TSemna farther Ste}«s commsgS a coarsedi^flter ^ovmmj 
itil of s3d h^isingrand wherein said m c u M i . f ui yoncr^ t ing an Aow^ir P^P^'^^fl g 

S^Si Smprises at leastT^iifaS interposed between said coise dust filter and said 
l amp cartridge fiaclcaqe. 

6. (Currently Amended): The ultraviolet sterilization aPP^''^^^ 

11, wherein said housing b u i ^ u p p u .ting frame in r orporating meooiim i thpr comprises a wall , 
rrmuntj inq device for fixing said housing to a wall. 

7. (Currently Amended): ThQ ultravjQlet sterilization ^PPf^^'^ ^'^^'fr''^^^^ ^^^^'''" 
li, wherein s o iJ cumi dge cnvclop o th£iacke£ is of a "^^^^^l^^^^^t^J^'^r^^^^^ of 
r^n.istina of plastic[[s]], cardboard^ wood, 

which the jacket iii cu vcrcd or lined by sarppns^ a reflecting film of aluminum. 

8. (Cancelled) 

9. (Cancelled) 

10. (Cancelled) 

11. (New): An ultraviolet sterilization apparatus comprising: 

a lamp cartridge package comprising at least one ultraviolet '^"^P ^"^^'Xf' 
housing the at least one ultraviolet lamp, the envelope comprising a Jacket wi* a ^"^ft'^e 
innpr surface an envelop air inlet opening and an envelop air outlet opening, and at least one 
L"" transmSng? ulSet-stopping device adjacent at least one of the two envelop openings 

a housing including an aperture for removably receiving said lamp cartridge package and 
at least one opening for air to enter or leave the housing 

the combination of said housing and said lamp cartridge package defining a closed air 
passageway through said housing and said envelop 

said housing further including an air propulsion device for generating an airflow and 
propelling the air flow through said closed passageway. 
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12. (New): The ultraviolet sterilization apparatus of Cla'-T] ^hei^in ^^^^^ 
further comprises an articulated joint for removably connecting the lamp cartridge package to 
the housing. 

13 fNewV Theultravioletsterilizationapparatusof claim 11, wherein the lamp 
..ririni naclSie fUrSer comprises two air-transmitting ultraviolet-stopping devices, wherein 
S?h offh'e'So'alr'iSism^^^^^^^^ devices is adjacent to one of the two air 

inlet and outlet openings. 

14, (New) The ultraviolet sterilization apparatus of daim 11, said at least one air- 
transmitSng ultraviolet-stopping devices being selected from the group consisting of a dark 
filter, an activated charcoal filter and an optic labyrinth. 

15 (New) The sterilization apparatus of daim 11, wherein the housing further 
comorises a power supply for powering the ultraviolet sterilization apparatus and control 
drSiX assoS S at least one control and at least one display tor controlling and 
monitoring the operation of said apparatus. 

16. (New) The ultraviolet sterilization apparatus of dalm 15, wherein the lamp 
cartridge package further comprises a plurality of eledxical contacts and wherein the housing 
further comprises an electrical conduit selected from the group consisting of a sodcet and 
electrical contacts, for connecting the lamp cartridge package to the power supply of the 
housing. 

17 (New) The ultraviolet sterilization apparatus of daim 11, wherein the housing 
further comprises a magnetized strip secured to an inner surface of the housing, and wherein 
the lamp cart:ridge package furt:her comprises a magnetized strip secured to an outer surtiace of 
the lamp cartridge package, said magnetized strips being adapted to assist m retaining said 
lamp cartridge package in said housing. 

18 (New) The ultraviolet sterilization apparatus of daim 11, wherein the ultraviolet 
lamp is tube-shaped and is positioned diagonally inside the lamp cartridge package. 

19 (New) The ultraviolet sterilization apparatus of daim 11, wherein said lamp 
package indudes a fiat panel adapted to carry an advertising message and said flat panel is 
visible when said lamp package is fitted within said housing. 
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